CAMEL TROPHY DEFENDER, 1998

LAND ROVER DEFENDER SPECIFICATION

Specification as of April 2000

	110 station wagon body (5 door)


300 tdi engine (turbo diesel)

5 speed gearbox (r380)

2 speed transfer box
twin fuel tanks

Brownchurch winch bumper

Warn 8274-50 winch

full internal/external rollcage

full length roof rack braced to lower body

access ladder

steering guard

rear  fuel tank gaurd

driving lights

fog lights

spot lights

map reading light

hella type accessory sockets x 2

fire extinguisher
	steel jerry cans (fuel) x4

plastic jerry cans (water) x2

5 metre nylon tow rope

10 metre nylon tow rope

winch kit

Highlift jack

standard  fit jack

“A” bars

wheel chocks x2

5 ton rear tow pin

3.5 ton front tow/recovery pin x2

Michelin XZL tyres x 6
 (bonnet and rear door mounted spare tyres)

seating for 5 forward facing passengers

dog guard separating rear load area from passengers

battery cut-off switch

spare key set


All defenders have covered an average of about 6,000 miles

A full 24,000 mile service, including all oils changed, has just been completed

All new brake pads fitted

All new dampers fitted
 Specification as of September 2011: 

Road tax     Dec 2011  

MOT          Jan 2012

Mileage      113,819

Full service history

Equipment:

Eezi Awn 1.4m roof tent 

Swing-away rear spare wheel carrier

Air con

Side rock sliders with jacking points

Full security cage in the rear

Steel lockable cubby between the front seats

Extra DIN sockets front and rear

Transfer box is new and has raised gearing
Air con LR after-fit fitted by Foley's
Cont/d…..


Galvanised roof rack, Brownchurch to original spec. Light mounts also galvanised. (2010)
Wheel spacers
Chequer plate wings and bonnet (painted Sandglow).  Rear quarters (black)
Mud flaps. (2009/10)
Split charger system.  Pair of new Heavy duty Lucas batteries (2010)
Air temperature gauge outside/inside
Larger drivers door mirror
Original springs replaced for +2in fitted for China (concentric inner springs retained)
Anti-roll bar fitted to rear
Larger cooler for turbo (+10 BHP) and fuel pump adjusted for another +10 BHP by  

JE Engineering (Stage 2 tune) (2007)
Sound reducing floor mats front and rear passenger transverse (2010)

Maintenance jobs:


New transfer box by Ashcroft (2006) Ratios raised to 1:1.2 in 2011
Timing belt replaced in Ecuador and in 2011
Rear half shafts, drive flanges, Propshaft UJs replaced.
New dampers all round (twice). Rears in 2011.  A frame bushes 'polybush'
EGR system blanked off.  Silicon turbo hoses

Frequent wax-oiling

Some spares carried on expedition and not used, i.e. hoses etc.
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